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	Definitions – New

	Existing
	Proposed
	Rationale
	Stakeholder Comments and/or Alternate Proposal
	AESO Reply

	No definition currently exists in the reliability standards.
	“flat frequency” means a mode of automatic generation control that calculates area control error to maintain a constant interconnected electric system frequency.

	This term is used in 3 upcoming BAL reliability standards - 003, 004-WECC and 005.

The AESO believes it is useful to define this term in order to provide clarity in the circumstances in which it is used.

	Comment # 1: Insert Comments / Reason for Position (if any)

	

	
	“frequency error” means the difference between the actual and scheduled frequency.

	This term is used in 3 upcoming reliability standards, BAL-001, BAL-005 and IRO-005, and one current BAL reliability standard, 001-AB-0a.

This term is consistent with the NERC definition.  The AESO believes it is useful to define this term in order to provide clarity in the circumstances in which it is used.

	Comment # 2: Insert Comments / Reason for Position (if any)

	

	
	“time error” means, for a given period, the accumulation of frequency error as measured by the difference between:

(i) the Interconnection time each balancing authority measures; and 
(ii) the time the National Institute of Standards and Technology specifies.

	This term is included in the definition of “time error correction” and is used in the following upcoming BAL reliability standards, 001-0.1a, 004-0, 004-WECC-AB-01 and in the following upcoming IRO reliability standards 005-0.1b, 005-2a and 005-3a.
While consistent with the meaning of the NERC definition, the AESO has updated the language to reflect AESO drafting principles.

	Comment # 3: Insert Comments / Reason for Position (if any)

	

	
	“time error correction” means an offset to the Interconnection’s scheduled frequency to return the time error for the Interconnection to a predetermined value.

	This term is used in 3 upcoming BAL reliability standards 001, 004-WECC & 004 and one current reliability standard, BAL-001-AB-0a
This is consistent with the NERC definition.  The AESO believes it is useful to define this term in order to provide clarity in the circumstances in which it is used.
	Comment # 4: Insert Comments / Reason for Position (if any)
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